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SUBPART C

BPT Effluent limitations

Pollutant or ;
pollutant prop- Maximum for any 1

erty day

Maximum for
monthly average

mg/m2 (pounds per 1 million ft2) of area

processed
Chromium ...... 1.42 (0.29) 0.58 (0.12)
Cyanide 0.98 (0.20) 0.41 (0.083)
Zinc 4.48 (0.92) 1.89 (0.39)
Aluminum ....... 15.3 (3.14) 6.26. (1.28)
Oil and grease 67.3 (13.8) 40.4 (8.27)
TSS .. 138.0 (28.3) 67.3 (13.8)
pH ... (" ") (") ™)

1 Within the range of 7.5 to 10.0 at all times.

[47 FR 54244, Dec. 1, 1982; 49 FR 33649, Aug. 24,
1984]

§465.32 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable.

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable:

SUBPART C

BAT Effluent limitations

Maximum for
monthly average

Pollutant or pollut- Maximum for any
ant property 1 day

§465.35

SUBPART C

NSPS

Maximum for
monthly average

Pollutant or pol- | Maximum for any 1
lutant property day

mg/m?2 (pounds per 1 million ft2) of area

processed

Chromium .......... 0.18 (0.037) 0.072 | (0.015)
Cyanide . 0.095 | (0.020) 0.038 | (0.008)
Zinc ....... . 0.49 (0.10) 0.20 (0.041)
Aluminum . 1.44 (0.30) 0.59 (0.121)
QOil and Grease .. 4.75 (0.98) 4.75 (0.98)

713 | (1.46) 570 | (1.17)

(") ™ ") ™)

1 Within the range of 7.5 to 10.0 at all times.

[47 FR 54244, Dec. 1, 1982; 49 FR 33649, Aug. 24,
1984]

§465.34 Pretreatment standards for
existing sources.

Except as provided in 40 CFR 403.7
and 403.13, any existing source subject
to this subpart which introduces pol-
lutants into a publicly owned treat-
ment works must comply with 40 CFR
part 403 and achieve the following
pretreatment standards for existing
sources. The mass of wastewater pol-
lutants in coil coating process waste-
water introduced into a POTW shall
not exceed the following values:

SUBPART C

PSES

Maximum for
monthly average

Pollutant or pollut- | Maximum for any
ant property 1 day

mg/m2 (pounds per 1 million ft2) of
area processed

Chromium ... 0.42 | (0.085) 0.17 | (0.034)
Cyanide 0.29 | (0.059) 0.12 | (0.024)
Zinc 1.32 | (0.27) 0.56 | (0.12)
Aluminum . 4.49 | (0.92) 1.84.| (0.38)

[47 FR 54244, Dec. 1, 1982; 49 FR 33649, Aug. 24,
1984]

§465.33 New
standards.

source performance

The following standards of perform-
ance establish the quantity or quality
of pollutants or pollutant properties,
controlled by this section, which may
be discharged by a new source subject
to the provisions of this subpart.

mg/m?2 (pounds per 1 million ft2) of
area processed

Chromium ...
Cyanide
Zinc

0.42 | (0.085) 0.17 | (0.034)
0.29 | (0.059) 0.12| (0.024)
132 | (0.27) 0.56 | (0.12)

[47 FR 54244, Dec. 1, 1982; 49 FR 33649, Aug. 24,
1984]

§465.35 Pretreatment standards for
new sources.

Except as provided in 40 CFR 403.7,
any new source subject to this subpart
which introduces pollutants into a pub-
licly owned treatment works must
comply with 40 CFR part 403 and
achieve the following pretreatment
standards for new sources. The mass of
wastewater pollutants in coil coating
process wastewater introduced into a
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